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§431.133

Self-contained means a type of auto-
matic commercial ice maker in which
the ice-making mechanism and storage
compartment are in an integral cabi-
net.

[70 FR 60415, Oct. 18, 2005, as amended at 71
FR 71371, Dec. 8, 2006]

TEST PROCEDURES

§431.133 Materials incorporated by
reference.

(a) General. The Department incor-
porates by reference the following test
procedures into subpart H of part 431.
The Director of the Federal Register
has approved the material listed in
paragraph (b) of this section for incor-
poration by reference in accordance
with 5 U.S.C. 552(a) and 1 CFR part 51.
Any subsequent amendment to this
material by the standard-setting orga-
nization will not affect the DOE test
procedures unless DOE amends its test
procedures. The Department incor-
porates the material as it exists on the
date of the approval by the Federal
Register and a notice of any change in
the material will be published in the
FEDERAL REGISTER.

(b) Test procedures incorporated by ref-
erence. (1) Air-Conditioning and Refrig-
eration Institute (ARI) Standard 810-
2003, “Performance Rating of Auto-
matic Commercial Ice-Makers.”

(2) American National Standards In-
stitute (ANSI)/American Society of
Heating, Refrigerating and Air-Condi-
tioning Engineers (ASHRAE) Standard
29-1988 (RA 2005), “Methods of Testing
Automatic Ice Makers.”

(c) Availability of references—(1) In-
spection of test procedures. The test pro-
cedures incorporated by reference are
available for inspection at:

(i) National Archives and Records
Administration (NARA). For informa-
tion on the availability of this mate-
rial at NARA, call (202) 741-6030, or go
to: http://www.archives.gov/
federal register/
code of federal regulations/
ibr _locations.html.

(ii) U.S. Department of Energy, For-
restal Building, Room 1J-018 (Resource

10 CFR Ch. Il (1-1-11 Edition)

Room of the Building Technologies
Program), 1000 Independence Avenue,
SW., Washington, DC 20585-0121, (202)
586-9127, between 9 a.m. and 4 p.m.,
Monday through Friday, except Fed-
eral holidays.

(2) Obtaining copies of test procedures.
(i) Anyone can obtain a copy of ARI
Standard 810-2003 from the Air-Condi-
tioning and Refrigeration Institute,
4100 N. Fairfax Dr., Suite 200, Arling-
ton, VA 22203 or http:/www.ari.org/std/
standards.htm.

(ii) Anyone can purchase a copy of
ASHRAE Standard 29-1988 (RA 2005),
“Methods of Testing Automatic Ice
Makers,” from the American Society of
Heating, Refrigerating and Air-Condi-
tioning Engineers, Inc., 1791 Tullie Cir-
cle, NE, Atlanta, GA 30329, (404) 636-
8400, or http:/www.ashrae.org.

[71 FR 71372, Dec. 8, 2006]

§431.134 Uniform test methods for the
measurement of energy consump-
tion and water consumption of
automatic commercial ice makers.

(a) Scope. This section provides the
test procedures for measuring, pursu-
ant to EPCA, the energy use in Kkilo-
watt hours per 100 pounds of ice (KWh/
100 1bs ice) and the condenser water use
in gallons per 100 pounds of ice (gal/100
1bs ice).

(b) Testing and Calculations. Deter-
mine the energy consumed and the con-
denser water use rate of each covered
product by conducting the test proce-
dures, set forth in the Air-Conditioning
and Refrigeration Institute’s Standard
810-2003, “Performance Rating of Auto-
matic Commercial Ice-Makers,” section
4, “Test Requirements,” and section 5,
“Rating Requirements.” (Incorporated
by reference, see §431.133) Do not use
the formula in section 8.3 of ANSI/
ASHRAE Standard 29-1988 (RA 2005) for
calculating the power consumption,
but instead calculate the energy use
rate (KWh/100 1bs Ice) by dividing the
energy consumed during testing by the
total mass of the ice produced during
the time period over which energy con-
sumption is measured, normalized to
100 pounds of ice as follows:
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